
HOT DIP GALVANIZED PEDIR UN 10% más

material certificate 2,2 / 3,1?

conexiones conductos SCR-Caldera Y Diverters.
uds

Tornillo hexagonal, hot dip galvanized DIN 933 8,8 M.16x55mm 520
tuerca Hexagonal hot dip galvanized DIN 934 M.16 520
arandelas hot dip galvanized A125 A16 1040

Tornillo hexagonal, hot dip galvanized DIN 933 8,8 M.20x55mm 168
tuerca exagonal hot dip galvanized DIN 934 M.20 168
arandelas hot dip galvanized DIN 125 A20 336

Tornillo hexagonal, hot dip galvanized DIN 933 8,8 M.10x55mm 72
tuerca exagonal hot dip galvanized DIN 934 M.10 72
arandelas hot dip galvanized A125 A10 144



HOT DIP GALVANIZED EN 12329 70micras
3,1 material certificate 2,2 conformity certificate

stud bolts HOT DIP GALVANIZED
 EN 1515-1  material 42CrMo4
thread accuracy class B
Kvmin=40J a -29ºC

units
M14 x 65 4
M14 x 70 16
M20 x 90 8
M20 x 100 72
M20 x 105 24
M20 x 115 56
M20 x 120 92
M20 x 150 8
M20 x 175 28
M20 x 315 16
M16 x 75 164
M16 x 80 16
M16 x 85 128
M16 x 90 40
M16 x 100 16
M16 x 130 16
M16 x 335 16

hexagonal nuts
HOT DIP GALVANIZED EN 12329 70micras
EN 1515-1  material 42CrMo4
thread accuracy class B
Kvmin=40J a -29ºC

units
M14 40
M20 608
M16 792


