
 

 

  

Contact Number

071 827 8483

No Quantity Unit price Total price

1 180

2 120

3 240

4 396

5 264

6 528

7 288

Sum

Vat

Total

Spring Type Straight Pin 40 x 70

Spring Type Straight Pin 40mm (ID) x 70mm (Height)

Material: 1.0970, Galvanized

Specifications: EN ISO 8752

Application: Fixing material bracket - loading frame

Hexagon Head Screw with Reduced Shank M4

Hex Head Screw with Reduced Shank M42 X 330

Material: 8.8, Galvanized

Specifications: EN ISO 4014

Application: Pendulum joints butt strap/roller

Spring Type Straight Pin 35 x 95

Size: 35mm (ID) x 95mm (Height)

Mat: 1.0970, Galvanized

Specifications: EN ISO 8752

Application: Fixing Material centering bracket - yoke

Wear Protection Cap D 66 x 28,5

Material: 1.0577 or equivalent

Drop forget

Norm : EN 10025

Inspect.: EN 10204 2.2

Hexagon Head Screw with Reduced Shank M42 X 330

Hex Head Screw with Reduced Shank M42 X 330

Material: 8.8, Galvanized

Specifications: EN ISO 4014

Application: Pendulum joints butt strap/roller

Date Our reference Contact 

2019/05/22 PO-2019-05-001 Eniya Masilela

Description

Spring Type Straight Pin 35 x 95

Size: 35mm (ID) x 95mm (Height)

Mat: 1.0970, Galvanized

Specifications: EN ISO 8752

Application: Fixing Material centering bracket - yoke

Spring Type Straight Pin 40 x 70

Spring Type Straight Pin 40mm (ID) x 70mm (Height)

Material: 1.0970, Galvanized

Specifications: EN ISO 8752

Application: Fixing material bracket - loading frame

ENYMAS PTY LTD
Contact person : Eniya Masilela
502 Phomola Street

Luckau
Groblersdal
0470

Cell : +27 71 827 8483

Email: eniya@enymas.com


