
# CODE DESCRIPTION UNIT QUANTITY 

1 44884 STUDBOL T: 1 IN DIA X 190MM LONG, ASTM A320 L7M THREADS,C/W 2 HEAVY HEX NUTS,GR 7M pcs 96 

2 FBBS6X00003V   
FBBS6X00003V 30.000175.000, StdBlt, M30x175mm, A320L7/4, Stud Bolt - Threaded Full Length Alloy Steel 
Per ASTM A320-L7 with Two Alloy Steel Nuts Per A194-4 Per ASME B1.1 

pcs 40 

3 FBBS7AO00E02 

FBBS7 A000E02 12.00065.000, BOLT, StdBlt, M12x65mm, A320L7M/7M, Stud Bolt - Threaded Full Length 
Alloy Steel Per ASTM A320-L7M with Two Carbon Steel Nuts Per A194-7M Threads to ISO Metric DIN 13 
with Nuts to DIN 
934 

pcs 16 

4 FBBS7A000E1B 
FBBS7 A000E1B16.000185.00, BOLT, Std Bit, A320L7M/7M, Stud Bolt - Threaded Full Length Alloy Steel 
Per ASTM A320-L7M with Two  
Carbon._SteeLNuts2ec.A194-7M Threads to ISO Metric DIN 13 with Nuts to DIN 934 

pcs 38 

5 FBBS7A000E1C 
FBBS7 A000E1 C 16.000190.00,BOL T,StdBlt, A320L7M/7M,Stud Bolt- Threaded Full Length Alloy Steel Per 
ASTM A320-L7M with Two Carbon Steel Nuts Per  
A194-7M Threads to ISO Metric DIN 13 with Nuts to DIN 934 EN 

pcs 38 

6 FBBS7A000E1C 
FBBS7A000E1C16 000190.00,BOL T,StdBlt, A320L7M/7M, Stud Bolt - Threaded Full Length Alloy Steel Per 
ASTM A320-L7M with Two Carbon Steel Nuts Per  
A194-7M Threads to ISO Metric DIN 13 with Nuts to DIN 934 EN 

pcs 232 

7 FBBS7AO00E1E 
FBBS7A000E1 E16.000145.00, BOLT, StdBlt, A320L7M/7M, Stud Bolt - Threaded Full Length Alloy Steel 
Per ASTM A320-L7M with Two  Carbon Steel Nuts Per A 194-7M Threads to ISO Metric DIN 13 with Nuts to 
DIN 934 

pcs 8 

8 FBBS7A000E1R 
FBBS7 A000E1 R20.000115.00, BOLT, StdBlt, 20mm X 115mm A320L7M/7M, Stud Bolt - threaded Full 
Length Alloy Steel Per ASTM A320-L7M with Two Carbon Steel Nuts Per A194-7M Threads to ISO Metric 
DIN 13 with Nuts to DIN 934 

pcs 16 

9 FBBS7A000E55 
FBBS7A000E5533.000245.00, BOLT,StdBlt, 33mm X 245mm A320L7M/7M, Stud Bolt - 33 X 245mm-
Threaded Full Length Alloy Steel Per  ASTM A320-L7M with Two Carbon Steel Nuts Per A194-7M Threads to 
ISO  Metric DIN 13 with Nuts to DIN 934 

pcs 564 

10 FBBS7 AO00E55 
FBBS7 A000E5533. 000245. 00, BOLT, StdBlt, 33mm X 245mm A320L7M/7M, Stud Bolt - 33 X 245mm-
Threaded Full Length Alloy Steel Per  ASTM A320-L7M with Two Carbon Steel Nuts Per A194-7M Threads to 
ISO  Metric DIN 13 with Nuts to DIN 934 

pcs 19 



11 FBBS7A00OE64 
FBBS7AO0OE6436.000265.00, BOLT, StdBlt, A320L7M/7M, Stud Bolt - Threaded Full Length Alloy Steel 
Per ASTM A320-L7M with Two  
Carbon Steel Nuts Per A 194-?M Threads to ISO Metric DIN 13 with Nuts to DIN 934 

pcs 280 

12 FBBS7 A000E7C 
FBBS7 A000E7C39.000320.00, BOLT, StdBlt, A320L7M/7M, Stud Bolt - Threaded Full Length Alloy Steel 
Per ASTM A320-L7M with Three  
Carbon Steel Nuts Per A 194-7M Threads to ISO Metric DIN 13 with Nuts to DIN 934 

pcs 308 

13 FBBS7AO00E7Q 
FBBS7A000E7Q39.000395.00, BOLT, StdBlt, A320L7M/7M, Stud Bolt - Threaded Full Length Alloy Steel Per 
ASTM A320-L7M with Three  
Carbon Steel Nuts Per A194-7M Threads to ISO Metric DIN 13 with Nuts to DIN 934 

pcs 584 

14 FBBS7A00OE8V 
FBBS7AO00E8V42.000425.00, BOLT, StdBlt, A320L7M/7M, Stud Bolt - Threaded Full Length Alloy Steel 
Per ASTM A320-L7M with Three  
Carbon Steel Nuts Per A194-7M Threads to ISO Metric DIN 13 with Nuts to DIN 934 

pcs 276 

15 FBBS7AOOOECZ 
FBBS7AOOOECZ52.000435.00, BOLT, StdBlt, A320L7M/7M, Stud Bolt -Threaded Full Length Alloy Steel 
Per ASTM A320-L7M with Three  
Carbon Steel Nuts Per A194-7M Threads to ISO Metric DIN 13 with Nuts to DIN 934 

pcs 48 

16 FBBS7AOOOE09 
FBBS7AOOOED952.000525.00, BOLT, StdBlt, A320L7M/7M, Stud Bolt -Threaded Full Length Alloy Steel 
Per ASTM A320-L7M with Three  
Carbon Steel Nuts Per A194-7M Threads to ISO Metric DIN 13 with Nuts to DIN 934 

pcs 64 

17 FBBS7AOOOEMU 
FBBS7 AOOOEMU52.000580.00, BOLT, StdBlt, 52mm X 580mm, A320L7M/7M, Stud Bolt -Threaded Full 
Length Alloy Steel Per ASTM A320-L 7M with Three  Carbon Steel Nuts Per A194-7M Threads to ISO Metric 
DIN 13 with Nuts to  DIN 934 

pcs 12 

18 FBBS7AOOOEUQ 
FBBS7AOOOEUQ 27.000265.000, BOLT, StdBlt, M27x265mm, A320L7M/7M, Stud Bolt -Threaded Full 
Length Alloy Steel Per ASTM A320-L7M with Two  Carbon Steel Nuts Per A194-7M Threads to ISO Metric 
DIN 13 with Nuts to DIN 934 

pcs 200 

19 PFFBHB600P06 
PFFBHB600P06 3.000, FlgBlnd, A350LF2, CL600, RTJ, B16.5, Flange - Blind Carbon Steel Per ASTM A350 
Grade LF2 ASME Class 600 Ring   
 Type Joint Per ASME B16.5 Material Shall Meet the Requirements of NACE MR0175 Marked per MSS SP 25 

PCS 6 

20 PFFBHB900P06 
PFFBHB900P06 3.000, FlgBlnd, A350LF2, CL900, RTJ, B16.5, Flange - Blind Carbon Steel Per ASTM A350 
Grade LF2 ASME Class 900 Ring   
 Type Joint Per ASME B16.5 Material Shall Meet the Requirements of NACE MR0175 Marked per MSS SP 25 

PCS 4 



21 PFFBHB600P0B 
PFFBHB600P0B 8.000, FlgBlnd, A350LF2, CL600, RTJ, B16.5, Flange - Blind Carbon Steel Per ASTM A350 
Grade LF2 ASME Class 600 Ring   
 Type Joint Per ASME B16.5 Material Shall Meet the Requirements of NACE MR0175 Marked per MSS SP 25 

PCS 16 

22 PFFBHB600P0F 
PFFBHB600P0F16.000, FlgBlnd, A350LF2, CL600, RTJ, B16.5, Flange - Blind Carbon Steel Per ASTM A350 
Grade LF2 ASME Class 600 Ring   
 Type Joint Per ASME B16.5 Material Shall Meet the Requirements of NACE MR0175 Marked per MSS SP 25 

PCS 4 

23 PFFWHB182W05  

PFFWHB182W05 2.000, FlgWN, A350LF2, CL 150, Sch 80, RF, B16.5, Flange - Weld Neck Carbon Steel Per 
ASTM A350 Grade LF2 ASME Class  
150 Schedule 80 Raised Face Per ASME B16.5 Material Shall Meet the Requirements of NACE MR0175 
Marked per MSS SP 25, Piping Cla 

PCS 8 

24 PFFWHB152W06 

PFFWHB152W06 3.000, FlgWN, A350LF2, CL 150, StdWt, RF, B16.5, Flange - Weld Neck Carbon Steel Per 
ASTM A350 Grade LF2 ASME Class  
150 Standard Weight Raised Face Per ASME B16.5 Material Shall Meet the Requirements of NACE MR0175 
Marked per MSS SP 25 

PCS 5 

25 PFFWHB152W08 
PFFWHB152W08 4.000, FlgWN, A350LF2,  CL 150, Stdwt, RF, B16.5, Flange - Weld Neck Carbon Steel Per 
ASTM A350 Grade LF2 ASME Class 150 Standard Weight Raised Face Per ASME B16.5 Material Shall Meet 
the Requirements of NACE MR0175 Marked per MSS SP 25, Piping Classes A 11 , A 18 

PCS 15 

26 PFFWHB152W0A 

PFFWHB152W0A 6.000, FlgWN, A350LF2, CL 150, Stdwt, RF, B16.5, Flange -Weld Neck Carbon Steel Per 
ASTM A350 Grade LF2 ASME Class  
150 Standard Weight Raised Face Per ASME B16.5 Material Shall Meet the Requirements of NACE MR0175 
Marked per MSS SP 25 

PCS 33 

27 PFFWHB1D1301 
PFFWHB1D1301 0.750, FlgWN, A350LF2, CL 150, Sch 160, RF, B16.5, 3/4" Weld Neck Flange, Carbon Steel 
Per ASTM A350 Gr. LF2, ASME  Class 150, Schedule 160, Raised Face, Per ASME B16.5, Marked Per MSS 
SP 25. All Materials shall meet the requirements of NAC E MR0175 - 03 

PCS 18 

28 PFFWHB382W05 
PFFWHB382W05 2.000, FlgWN, A350LF2, CL300, Sch 80, RF, B16.5, Flange - Weld Neck Carbon Steel Per 
ASTM A350 Grade LF2 ASME CI ass  300 Schedule 80 Raised Face Per ASME 816.5 Material Shall Meet the 
Requirements of NACE MR0175 Marked per MSS SP 25 piping Classes 811, 818 

PCS 24 

29 61647 
FLANGE,BLIND:12IN,CLASS 150,RF,34MM THICK.CARBON STEEL,ASTM A350 GR  
LF2 CLASS 1,MANUFACTURED TO ANSI/ ASME 816.5,NACE MR-01-75, 

PCS 3 

30 564 FLANGE,BLIND:1 IN,CLASS 2500,RT J, CARBON STEEL,ASTM A350 GR LF2, MANUFACTURED TO PCS 5 



ANSI/ASME 816.5, 

31 PFFBHB103605  
PFFBHB103605 2.000, FlgBlnd, A350LF2, CL 150, FF, B16.5, Flange -Blind Carbon Steel Per ASTM A350 
Grade LF2 ASME Class 150 Flat  
Face Per ASME B16.5 Galvanized per ASTM A153 Marked per MSS SP 25 

PCS 10 

32 PFFWHB6D0505 
PFFWHB6D0505 2.000, FlgWN, A350-LF2, CL 600, Sch 160, RTJ, B16.5, Flange -Weld Neck Carbon Steel 
Per ASTM A350 Grade LF2 ASME  Class 600 Schedule 160 Ring Type Joint  Per ASME B16.5 Material Shall 
Meet the  Requirements of NACE MR0175 Marked per MSS SP25,  Piping classes C11, C18 

PCS 7 

33 PFFWHB1D1301 
PFFWHB1D1301 0.750, FlgWN, A350LF2, CL 150, Sch 160, RF, B16.5, 3/4" Weld Neck Flange, Carbon Steel 
Per ASTM A350 Gr. LF2, ASME  Class 150, Schedule 160, Raised Face, Per ASME B16.5, Marked Per MSS 
SP 25. All Materials shall meet the requirements of  NACE MR0175 -03  

PCS 26 

34 PFFWHB352W0B 

PFFWHB352W0B 8.000, FlgWN, A350LF2, CL300, Stdwt, RF, B16.5, Flange -Weld  
Neck Carbon Steel Per ASTM A350 Grade LF2 ASME Class  
300 Standard Weight Raised Face Per  
ASME B16.5 Material Shall Meet the  
Requirements of NACE MR0175 Marked per MSS SP25 

PCS 1 

35 87396 
AP/Z/08/1384A1 -ITEM 52 -2" 300 RF  
BLIND FLANGE A182-F304/304L TO ANSI B16.5 NACE MR 0175 / ISO 15156 

PCS 1 

 


