
SL NO
ITEM DESCRIPTION QTY/ Nos.
Part Number Qty for 5 sets

1 Rivets
1.1 CR3212-5-02 200
1.2 CR3212-5-03 8100
1.3 CR3212-5-04 6000
1.4 CR3212-5-05 7000
1.5 CR3212-5-06 2200
1.6 CR3212-5-07 200
1.7 CR3212-5-08 300
1.8 CR3212-5-09 100
1.9 CR3212-5-11 100

1.10 CR3213-5-03 700
1.11 CR3213-5-04 500
1.12 CR3213-5-05 400
1.13 CR3213-5-06 400
1.14 CR3213-5-07 100
1.15 CR3213-5-08 100

2
Washers

Size Part Number Qty for 5 sets
2.1 For M4 LN 9025 04 10K 500
2.2 For M5 LN 9025 05 10K 4800
2.3 For M6 LN 9025 06 15K 1300
2.4 For M8 LN 9025 08 15K 500
2.5 For M10 LN 9025 10 20K 600
2.6 For M12 LN 9025 12 20K 500
3 Hexagon Bolt

3.1

M4

LN 9037 04 016 250
3.2 LN 9037 04 018 250
3.3 LN 9037 04 020 250
3.4

M5

LN 9037 05 014 250
3.5 LN 9037 05 016 600
3.6 LN 9037 05 018 400
3.7 LN 9037 05 020 1000
3.8 LN 9037 05 022 500
3.9 LN 9037 05 024 250

3.10 LN 9037 05 028 250
3.11

M6

LN 9037 06 016 250
3.12 LN 9037 06 018 250
3.13 LN 9037 06 020 250
3.14 LN 9037 06 024 250
3.15 LN 9037 06 026 250
3.16 LN 9037 06 032 250
3.17 LN 9037 06 038 250
3.18 LN 9037 06 046 250
3.19

M8
LN 9037 08 020 250

3.20 LN 9037 08 040 250
3.21

M10

LN 9037 10 030 250
3.22 LN 9037 10 032 250
3.23 LN 9037 10 034 250
3.24 LN 9037 10 074 250
3.25 LN 9037 10 078 250
3.26 LN 9037 10 085 250
3.27

M12
LN 9037 12 026 250

3.28 LN 9037 12 034 250
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4 100° CSK Head Screw
4.1

M4
LN 9438 04 014 250

4.2 LN 9438 04 022 250
4.3

M5

LN 9438 05 016 300
4.4 LN 9438 05 020 11600
4.5 LN 9438 05 022 250
4.6 LN 9438 05 024 250
4.7 LN 9438 05 026 250
4.8 LN 9438 05 028 250
4.9

M6

LN 9438 06 024 250
4.10 LN 9438 06 028 250
4.11 LN 9438 06 030 250
4.12 LN 9438 06 032 250
4.13 LN 9438 06 038 250

5 Lock Nuts
5.1 M5 LN 9348 M5 2100
5.2 M6 LN 9348 M6 600
5.3 M8 LN 9348 M8 500
5.4 M10 LN 9348 M10 500
5.5 M12 LN 9348 M12 500
6 Anchor Nuts

6.1 M4 LN 29671 M4 500
6.2 M5 LN 29671 M5 12200
6.3 M6 LN 29671 M6 500
6.4 M8 LN 29671 M8 500
7 Thread Inserts-Stainless Steel

7.1 M4 DIN 8140-1, Type B 250
7.2 M5 DIN 8140-1, Type B 250
7.4 M6 DIN 8140-1, Type B 250
8 Universal Solid Rivets

8.1 M4 & M5 LN 9198 - 24 -08 28000
8.2 M5 LN 9198 - 24 -10 1000
8.3 M6 LN 9198 - 32 -08 650
8.4 M8 LN 9198 - 32 -10 650

SL NO SPECIFICATIONS COMPLIANCE
I INTRODUCTION

The present demand is to cater to integration of structural components of aircraft, namely bulkheads & longerons, Ribs & Spars and skins.
II INSPECTION AND ACCEPTANCE AS PER QA PLAN

All inspection and acceptance will be done by QA and the acceptance criteria are listed in the Table 1 attached at the end.
III DELIVERABLES
A Aero-grade Fastener (Rivets , Bolt systems , Receptacle ) for Airframe – 5 sets
B CoC by OEM
C Inspection reports for the above. Page 2/2


