
SSP     SnapSSP     Snap--Pins  (R PIN)Pins  (R PIN)
(JIS B1351)(JIS B1351)

Material=SWB or SWRH 57-82
Hardness=HRC40~50. (When SWRH 57-82 are used)
Finish=Black phosphate coating (ACP). Zinc plating,Chromate dipping.

marks are according to our company's specification

Unit:mm

d2 R h S L D H

nominal tol. Approx. Approx. Approx. Approx. Max. Approx. Ref. Ref.

4 6 2 1.0 16.3 4

5 6.5 2.5 1.5 17.9 5

6 1.2 3.6 7.8 3 1.8 0.6 21.2 6 1.5

8 1.6 4.8 10.4 4 2.4 0.8 27.7 8 1.9

10 12.2 5 3.2 32.6 10

12 13.2 6 4.2 35.8 12

14 15 7 5.0 40.6 14

16 16 8 6.0 43.8 16

18 18 9 18

20 20 10 20

22 22 11 22

24 24 12 24

SSP
SNAP-PIN Adaptable Axis

d

Nominal Size

1.0 ±0.02 3.0 0.5 1.2

±0.031.8 5.4 0.9 2.2

2.0

6.0

1.0 2.4

±0.05 8.2 8.9 49.0


